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Wind Turbine



Quality
The UGE 2000H is manufactured in ISO9001 and
ISO14001 certified factories to assure both qual-
ity and sustainability. Quality of our products is
our number one priority.

Our dedication to the wind energy industry en-
sures you always receive high quality products
and customer service.

Shortest Delivery Times
Our business model is centered around
“Availability” - at all times we strive to have a
solution readily available for all of our customers.
Our goal is to have the shortest delivery times in
the industry, and our skilled manufacturers have
time and again exceeded demanding customer ex-
pectations. In this industry, if your time frame is
short, trust UGE to deliver.

Low Prices
Not only do our customers receive their orders in
the shortest possible time, they also receive them at
the lowest possible cost. Our wind turbines are
consistently one of the lowest priced available.

Versatility
The UGE 2000H is tailored to meet local condi-
tions such as grid characteristics and wind condi-
tions. Various tower heights and blade lengths are
available; versatility that makes it adaptable to a
wide variety of sites. Cooling and heating systems
mean that weather is never a concern. In fact, the
UGE 2000H can withstand temperatures as low as -
40°C and as high as 55°C.
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Noise Level
The UGE 2000H is one of the quietest wind
turbines in its class at just 102dB(A) at a wind speed
of 8m/s. The generator has Class F insulation to
ensure noise is not an issue. Furthermore, the
blades are designed to minimize noise.

Installation
The UGE 2000H is easy to install thanks to the use
of industry standard components. UGE has
partnered with an international wind turbine
installation company that takes pride in offering
competitively priced, high quality, installation
capabilities. Together we have the skills to
provide any level of installation as well as ongoing
operation and maintenance as customers require.

Advanced Technology
The UGE 2000H utilizes the most advanced tech-
nologies to provide excellent performance. The
permanent magnet generator provides high effi-
ciency at low wind speeds, resulting in increased
average energy yield. Individual pitch control in-
sures that the wind turbine will protect itself in se-
vere weather. Functionality and Maintenance

The UGE 2000H is easy to service and maintain
and has a 20 year expected lifetime. A built-in
crane makes maintenance a breeze.
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Performance
Rated Power: 2 MW
Cut-in Speed: 3 m/s
Rated Speed: 12 m/s
Top Speed: 25 m/s
Tip Speed: 70.5 m/s
Rotational Speed: 6-17.5 RPM
Rated Speed: 15.3 RPM
Survival Speed: 17.5 RPM
Swept Area: 6,079m2
Wind Class: IEC IA/IIA
Sound level: 102dB(A) at 8 m/s wind speed

Measurements
Rotor Diameter: 88 meters
Number of Blades: 3
Hub Height: 80, 90, 100m (80 meters standard)
Blade Composition: Fiberglass/Epoxy
Lightning Protection: Included in blade design

Drive Train
Main Bearing: One row double-tapered roller bearings
Gearbox: 3-stage, combined planetary/helical
Generator: Synchronous, permanent magnet

Generator
Type: Synchronous, permanent magnet
Noise Reduction: Class F insulation
Reliability: IP54
Speed: 1,300 – 2,300 RPM

Weather Conditions
Operating: -30 to 45°C
Stand-still: -40 to 55°C
Built in lightning protection

Pitch System
Type: Independent blade pitch per rotor blade with
emergency power supply
Drive: DC electro servo-drive
Failsafe Brake: Battery back-up

Controller
Type: Computer
Remote Control: Internet
SCADA: WPPIS (via Internet)

Yaw System
Type: Ball bearing
Brake: Active hydraulic disc brakes mounted on the
gearbox high speed shaft
Motor: 4-asynchronous

Power Converter
Type: I.G.B.T. Pulse Width Modulation (PWM) control
Voltage: 1,100Vrms
Frequency: 50/60Hz

Weight
Nacelle: 75 mt
Rotor: 45 mt
Tower (80m): 125 - 150 mt
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Specifications

UGE 2000H
2.0 MW Wind Turbine


